TUMB** Series UNISTRUTG

TUMB** date: APRIL 2013 Issue : D

wrer A\ tKOTE
Product Data Sheet

Medium Duty Cable Tray Bends
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Part No. Part No. Finish w B - - t

90° 45° PG HG SS mm  90°nm  45°mm  mm 90° 45°
TUMB050/90 TUMB050/45 . . . 50 177 87 0.8 0.23 013
TUMBO075/90 TUMB075/45 . . . 5 197 107 0.8 0.29 0.17
TUMB100/90 TUMB100/45 . . . 100 222 132 08 037 022
TUMB150/90 TUMB150/45 . . . 150 272 182 038 0.55 034

TUMB225/90 TUMB225/45 . . . 225 347 257 08 0.87 0.55
TUMB300/90 TUMB300/45 . . . 300 422 332 1.2 1.84 1.16

TUMB450/30 TUMB450/45 . . . 450 572 482 12 323 200
TUMB600/90 TUMB600/45 . . . 600 722 632 1.2 4.94 3.01
TUMB750/30 TUMB750/45 . . . 750 872 812 20 10.15 6.60

TUMB900/90 TUMBS00/45 . . . 900 1022 962 20 1346  8.75

* Except where stated otherwise in Material Description

Material:

PG Pre-Galvanised Steel to BS EN 10346 DX51D Z275-N-A-C

HG Mild Steel to BS EN 10111 - DD11 or BS EN 10139 - DCO1

DH BS EN 10025 S275JO0+AR+CL1 or equivalent/better - 2mm thick min. material.

SS Stainless Steel - Hot Rolled to B.S.EN10088-2-1.4404+1D

Finishes:

PG Pre Galvanised to BS EN 10346 7275 standard.

HG Hot Dip Galvanized - to BS EN ISO 1461: to a mean coating thickness (minimum) of 55 um.

DH Hot Dip Galvanized - to BS EN ISO 1461: to a mean coating thickness (minimum) of 85 um.
110 um available upon request

SS Stainless Steel - Grade 1.4404 (316L)

UNISTRUT HEALTH & SAFETY DATA SHEET REF'S :

No. 001 - PLAIN STEEL, PRE-GALVANIZED, GALVANIZED AND STAINLESS STEEL COMPONENTS
No. 099 - HOT DIP GALVANIZING (CHANNEL & COMPONENTS)

No. 102 - STEEL
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