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Product Data Sheet

Medium Duty Cable Tray Reducer
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Part No. Finish w1 w2 C - - &
PG HG Ss mim mm mm mm

TUMSR075/050 . . . 75 50 100 08 0.12
TUMSR100/075 . . . 100 75 100 08 0.14
TUMSR100/050 . . . 100 50 100 08 0.16
TUMSR150/100 . . . 150 100 100 08 0.22
TUMSR150/075 . . . 150 75 100 08 0.20
TUMSR150/050 . . . 150 50 100 08 0.19
TUMSR225/150 . . . 225 150 100 08 0.32
TUMSR225/100 . . . 225 100 100 08 0.28
TUMSR225/075 . . . 225 100 100 08 0.26
TUMSR300/225 . . . 300 100 100 08 0.44
TUMSR300/150 . . . 300 100 100 08 0.38
TUMSR300/100 . . . 300 100 100 08 0.35
TUMSR450/300 . . . 450 300 100 08 0.61
TUMSR450/225 . . . 450 225 150 08 0.69
TUMSR450/150 . . . 450 150 150 08 0.63
TUMSR450/100 . . . 450 100 175 08 0.65
TUMSR&00/450 . . . 600 450 100 08 0.86
TUMSR600/300 . . . 600 300 150 08 0.91
TUMSR600/225 . . . 600 225 225 08 1.09
TUMSR600/150 . . . 600 150 225 08 1.00
TUMSR750/600 . . . 750 600 75 20 3.00
TUMSR750/450 . . . 750 450 150 20 271
TUMSR750/300 . . . 750 300 150 20 245
TUMSR750/225 . . . 750 225 300 2.0 232
TUMSR900/750 . . . 900 750 75 20 361
TUMSR900/600 . . . 900 600 150 2.0 3.32
TUMSR900/450 . . . 900 450 150 20 3.06
TUMSR900/300 . . . 900 300 300 20 2.80

Material:

PG Pre-Galvanised Steel to BS EN 10346 DX51D Z275-N-A-C

HG Mild Steel to BS EN 10111 - DD11 or BS EN 10139 - DCO1

DH BS EN 10025 S275JO0+AR+CL1 or equivalent/better - 2mm thick min. material.

SS Stainless Steel - Hot Rolled to B.S.EN10088-2-1.4404+1D

Finishes:

PG Pre Galvanised to BS EN 10346 7275 standard.

HG Hot Dip Galvanized - to BS EN ISO 1461: to a mean coating thickness (minimum) of 55 um.

DH Hot Dip Galvanized - to BS EN ISO 1461: to a mean coating thickness (minimum) of 85 um.

110 um available upon request
SS Stainless Steel - Grade 1.4404 (316L)

UNISTRUT HEALTH & SAFETY DATA SHEET REF'S :

No. 001 - PLAIN STEEL, PRE-GALVANIZED, GALVANIZED AND STAINLESS STEEL COMPONENTS
No. 099 - HOT DIP GALVANIZING (CHANNEL & COMPONENTS)

No. 102 - STEEL
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