
SS2/A - SS2/N

Part No

NOMINAL 

BORE I/D  "

NOMINAL 

BORE I/D  mm

O/D PIPE   (inch 

equiv.) mm (D) L mm W (kgs./each) Box Quantity

HG SS

SS2/A * * 1/2" 15 (7/8")          21 66 0.06 20

SS2/B * * 3/4" 20 (1  1/16")   27 73 0.07 20

SS2/C * * 1" 25 34 81 0.09 20

SS2/D * * 1/1/4" 32 (1 11/16")  43 90 0.1 20

SS2/E * * 1/1/2" 40 48 96 0.12 10

SS2/F * * 2" 50 (2 3/8")      60 96 0.14 10

SS2/G * * 2/1/2" 65 (3")             76 113 0.17 10

SS2/H * * 3" 80 (3.5")          90 125 0.2 10

SS2/J * * 3/1/2" 90 (4")           102 137 0.22 10

SS2/K * * 4" 100 (4.5")        115 150 0.25 10

SS2/L * * 5" 125 (5.5")        140 175 0.3 10

SS2/M * * 6" 150 (6 5/8")    168 204 0.36 10

SS2/N * * 8" 200 (8 5/8")    220 255 0.46 10

Material:

HG

SS

Finishes:

HG

SS Self Colour -Stainless Steel - Grade 1.4404 (316L)

 UNISTRUT HEALTH & SAFETY DATA SHEET REF'S :

  No. 001 - PLAIN STEEL, PRE-GALVANIZED, GALVANIZED AND STAINLESS STEEL COMPONENTS

  No. 099 - HOT DIP GALVANIZING (CHANNEL & COMPONENTS)

  No. 102 - STEEL

SS2 series 

Product Data Sheet

SS2  series Pipe Clamps

           SS2  series               date: Aug. 2013                         

Finish

Mild steel - BS 1449 : section 1.2 KHR4P

Hot Dip Galvanized - to BS EN ISO 1461: to a mean coating thickness (minimum) of 55 µm.

Stainless Steel - Hot Rolled to B.S.EN10088-2-1.4404+1D (316L)


